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The Big Player
The oversized rotor
guarantees trouble-free
processing of logs up to a
diameter of 400 mm.

Forestry cranes
from 6,5 to 10 m reach and a
conveyor belt up to 2.300 mm
in length fulfill every claim
to the individual
functionality of the chipper.
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JT600 Di
Maximum performance
for high quality wood chips
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Technical details

Technical details

JT 600 Di

JT 600 (PTO 1.000 RPM)

Max. : 400 mm

: 560 x 400 mm

Diameter rotor: 600 mm

Number of blades: 6

Screens: 40 / 60 / 80

Infeed hopper:

Dimensions (l x w): 5.530 x 2.400 mm

Transport height: 3.670 mm

Weight with crane: approx. 9.000 kg

Crane: optional

capacity

Infeed

Engine: Perkins

Output: 110 kW

Conveyor belt: 1.100 mm (up to 2.300 mm)

1.330 mm

Chassis: 80 km/h

Required power: 100 kW

Max capacity: 400 mm

Infeed: 560 x 400 mm

Diameter rotor: 600 mm

Number of blades: 6

Screens: 40 / 60 / 80

Conveyor belt: 1.100 mm (up to 2.300 mm)

Infeed hopper: 1.330 mm

Dimensions (l x w x h): 3.980 x 2.530 x 3.670 mm

Weight with crane: approx. 7.000 kg

Crane: optional

Chassis: single axle or tandem

(single axle / tandem)


